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PRODUCT OVERVIEW

Acer P1358i - 5000 Ansi lumen - WXGA Projector

Acer « SKU MR.JYG11.002

Acer P1358i - 5000 Ansi lumen - WXGA
Projector

SKU MR.JYG11.002
Brand Acer

Stock In stock

PRICING

Sign in to view pricing.
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Description
Extended product overview

The Acer P1358i is built for business, delivering sharp WXGA visuals, 5,000 lumens of brightness, wireless projection,
and 24/7 reliability for seamless, high-impact presentations. 5,000 Lumens Brightness See crystal-clear, vibrant im-
ages from a distance in daylight or medium to large rooms with up to 5,000 lumens of brightness. WUXGA Resolution
Top-of-the-line image quality in breathtakingly crisp 1920x1200 WUXGA resolution. 1.3x Zoom Ratio Maximize your
space with a zoom ratio that’s ideal for mid-sized meeting rooms. Wireless Projection [1][2] Break free from the clutter
of wires with easy wireless projection options and wireless dongle design [1] [2] . Acer ColorSafe Il Enjoy consistent,
natural colors with ColorSafe Il technology, which controls the dynamic RGB levels to prevent color decay. Acer Lu-
miSense™ Acer LumiSense™ adjusts the image brightness and color saturation based on the content you're viewing.
Acer BlueLightShield™ Protect your eyes from unnecessary strain by utilizing Acer BlueLightShield™ technology.
Automatic Vertical Keystone Correction Finding the right angle for your presentation is easier with auto keystone
correction, which corrects vertical distortion. 24/7 Operation [3] This projector handles continuous day in, day out use
- ideal for public displays and exhibitions.
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