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PRODUCT OVERVIEW

Epson EH-QB1000W 4K 3LCD Laser 3300lms Pro Home Cinema Projec-
tor - White
Epson • SKU V11HB23080

Epson EH-QB1000W 4K 3LCD Laser 
3300lms Pro Home Cinema Projector - 
White
SKU V11HB23080
Brand Epson
Stock In stock
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DescriptionExtended product overview

Powered by a 3LCD laser, the EH-QB1000W delivers bright (3,300lm) images up to 300” at 4K resolution (3840 x 

2160). Also offering a 5,000,000:1 dynamic contrast ratio, plus other image-enhancing features such as 4K frame 

interpolation, super resolution, dynamic tone mapping and HDR10+ to provide the ultimate entertainment experi-

ence, from movies and sports to gaming, in any media space. Key Features: Superior home entertainment Cut-

ting-edge big-screen technology, ideal for films, sport and gaming in a bright environment Bright images up to 300” 

3LCD laser source, 3,300lm, 4K (8.3m pixel), perfect for any bright space Advanced features 4K frame interpolation, 

HDR10+, 4K/120Hz and Auto Low Latency Mode Easy to set up and use Flexible positioning, motorised zoom and 

focus Convenient management Full IP control with Crestron, Control4 and wired LAN connectivity Outstanding home 

entertainment in any space Immerse yourself in a big-screen experience that takes home entertainment to a new 

level. Combining a range of unique technologies to deliver a new standard in image brightness and quality with up 

to 3,300 lumens, this new and leading-edge projector from Epson delivers a truly stunning performance in any room, 

whether it’s a dedicated media space or a well-lit living area. Whether you’re into movies, sport, or gaming, you’ll find 

the EH-QB1000B delivers a whole new dimension of enjoyment. 3LCD technology for ultra-high image quality Built 

around Epson’s advanced 3LCD laser technology, the EH-QB1000B brings stunning levels of clarity and sharpness 

to screens up to 300” with 4K super-resolution images (3840 x 2160). With a 5,000,000:1 dynamic contrast ratio 

for well-defined shadows and even deeper blacks, this Professional Home projector also features enhanced frame 

interpolation to create a smooth image and four colour modes, allowing easy optimisation for different viewing environ-

ments. Advanced features for excellent versatility With advanced features such as Dynamic Tone Mapping to enhance 

visual quality on a frame-by-frame basis, and HDR10+ for more vivid and lifelike colours, the EH-QB1000B delivers an 

outstanding viewing experience for both movies and sport. But the amazing versatility of this breakthrough projector 

doesn’t stop there. With HDMI 2.1 connectivity, a 4K/120hz refresh and Auto Low Latency Mode, it offers a superbly 

smooth gaming experience too. Great positioning flexibility and easy management Featuring motorised lens shift with 

large range, as well as motorised zoom and focus, the EH-QB1000B offers outstanding positioning flexibility – so you 

never need to worry about installation in your living room. Plus, its integrated Crestron, Control4 and RS232C/wired 

LAN support means that it can be easily integrated into a Smart Home Network, making it an even more convenient 

viewing experience Technology Projection System RGB liquid crystal shutter LCD Panel 0.74 inch with C2 Fine Image 

Color Light Output 3,300 Lumen (In accordance with IDMS15.4) White Light Output 3,300 Lumen (In accordance with 

ISO 21118:2020) Resolution 4K (3840 x 2160) Resolution Enhancement Full HD Aspect Ratio 16:9 On-Screen Pixel 

Count 8,294,400 Contrast Ratio 5,000,000 : 1 Native Contrast 5,000 : 1 Light Source Laser Laser Light Source 20,000 

hours Durability High, 20,000 hours Durability Medium, 20,000 hours Durability Eco Keystone Correction Manual 

vertical: ±30°, Manual horizontal ±30° Colour Video Processing 10 Bits 2D/3D Frequency Image 384 Hz / 480 Hz 2D 

Vertical Refresh Rate 384 Hz - 480 Hz Colour Reproduction Up to 1.07 billion colours HDR Support HDR10, HLG, 

HDR10+ Optical Throw Ratio 1.35 - 2.84:1 Zoom Motorized, Factor: 1 - 2.1 Lens Shift Motorized - Vertical ±96.3 

%, horizontal ±47.1 % Lens Position Memory 10 positions Screen Size 50 inches - 300 inches Projection Distance 

Wide/Tele 3 m - 6.3 m (100 inch screen) Projection Lens F Number 2 - 3 Projection Lens Focal Length 22.5 mm - 46.7 

mm Projection Lens Focus Motorized Mechanical Shutter Yes Connectivity Interfaces USB 2.0 (2x), USB 2.0 Mini-B, 

RS-232C, Trigger out, HDMI ARC, HDMI (HDCP 2.3) (2x) Network Protocol ESC/VP.net, PJLink Advanced Features 

Security Kensington lock 3D No 2D Colour Modes Dynamic, Natural, Cinema, Vivid Other Features Direct Power 

on/off, Frame interpolation, Horizontal and vertical keystone correction, ISF certification, Lens position memory, Long 

light source life, Quick Corner, Super resolution Video Color Modes Cinema, Dynamic, Natural, Vivid Projector Control 

Via Crestron Integrated Partner, AMX Device Discovery, Control4 Simple Device Discovery Protocol General Power 

Consumption 285 Watt (Normal On-Mode), 158 Watt (Eco On-Mode), 328 Watt (Normal Peak-mode), 200 Watt (Eco 

Peak-Mode), 0.4 Watt (Energy saving standby) Heat Dissipation 1,115.2 BTU/hour (max) Supply Voltage AC 100 V 

- 240 V, 50 Hz - 60 Hz Product Dimensions 520 x 447 x 193 mm (Width x Depth x Height) Product Weight 12.8 kg 

Noise Level Normal: 32 dB (A) - Economy: 22 dB (A) Supported Temperature Operation 5° C - 35° C, Storage -10° C 

- 60° C Supported Humidity Operation 20% - 80%, Storage 10% - 90% Options Air filter, Ceiling mount, Safety wire 

set, Suspension adapter Room Type / Application 4K Gaming, 4K Streaming, Home Cinema, Sports, TV &amp; Box 

sets Positioning Ceiling Mounted, Desktop Colour Black Safety &amp; Installation Notice Improper installation of the 

projector on a ceiling or wall may cause it to fall, leading to potential injury or damage. To prevent this, ensure the 

ceiling mount is securely fastened using all mounting points specified in the projector’s user guide which is available 

to download from our support website ( www.epson.eu/support ). We recommend the use of Epson-approved ceiling 

mounts that are compatible with the projector model. Additionally, attach a safety wire of adequate strength to secure 

the projector to the ceiling mount. If the projector is suspended from a ceiling or wall mount and installed in an 

environment with heavy oil smoke or places where oils or chemicals are volatilized, places where a lot of smoke 

or bubbles are used for event staging, or where aroma oils are frequently burned, it can make certain parts of our 

products susceptible to a material degradation which over time could break and cause the projector to drop from 

the ceiling. We recommend that the equipment be inspected on a regular basis, either by the user or by a qualified 

professional, to ensure continued safe operation. If you are concerned about the environment in which your projector 

is installed, or if you have any other questions, please contact our support department and they can provide additional 

assistance. Other Warranty 60 months Carry in or 12,000 h


