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PRODUCT OVERVIEW

lilyama TF6539UHSC-B1AG 65" Open Frame PCAP 50pt Touch IPS 4K
LFD with Anti Glare, 24/7 Operation, IPX1 rated - Default Title

iiyama ¢ SKU TF6539UHSC-B1AG

lilyama TF6539UHSC-B1AG 65" Open
Frame PCAP 50pt Touch IPS 4K LFD with
Anti Glare, 24/7 Operation, IPX1 rated -

Default Title
65” fivama SKU TF6539UHSC-B1AG
Brand ilyama

Pral it Stock In stock
TF’;‘:‘»ESUHSE-B1AG M (‘“

PRICING

Sign in to view pricing.

Key Features
Important highlights of this product

o 4K

e capacitive
o Ifd

« open frame

e touch
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Description
Extended product overview

65" Open Frame PCAP interactive large format display with 50pt touch capability, IPS panel technology and
touch through glass function for landscape, portrait or face up use The 4K UHD (3840x2160) Open Frame
TF6539UHSC-B1AG with Touch-Through-Glass function guarantees a seamless and accurate touch response for
true kiosk integration or interactive behind-glass-retail applications. The IPS panel technology offers exceptional
colour performance and wide viewing angles, making it a perfect solution for interactive shop windows, education,
kiosks and in-store communications. Featuring a metal housing with 60950-1 ball-drop proof, scratch-resistant and
edge-to-edge glass, this display can be installed in the most demanding environments for an 24/7 usage and in
different set-ups as a result of its Open Frame side mounting holes. For ease of integration, the TF6539UHSC-B1AG
can be equipped with optional external mounting brackets (OMK4-2) making it an ideal solution for kiosk integrators
and interactive multimedia.
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